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A NEW METHOD TO MEASURE TEMPERATURE AND
BURNER PATTERN FACTOR SENSING FOR ACTIVE ENGINE CONTROL

DANIEL NG
Instrumentation and Control Technology Division

NASA Glenn Research Center
Cleveland, OH 44135

Introduction

The determination of the temperatures of extended surfaces which exhibit non-uniform temperature variation is
very important for a number of applications including the "Burner Pattern Factor" (BPF) of turbine engines.
Exploratory work(1) has shown that use of BPF to control engine functions can result in many benefits, among
them reduction in engine weight, reduction in operating cost, increase in engine life, while attaining maximum
engine efficiency. Advanced engines are expected to operate at very high temperature to achieve high efficiency.
Brief exposure of engine components to higher than design temperatures due to non-uniformity in engine burner
pattern can reduce engine life. The engine BPF is a measure of engine temperature uniformity. Attainment of
maximum temperature uniformity and high temperatures is key to maximum efficiency and long life. A new
approach to determine through the measurement of just one radiation spectrum by a multiwavelength pyrometer is
possible. This paper discusses a new temperature sensing approach and its application to determine the BPF.

Method

BPF sensing of a combustor is normally obtained(2) from calculation performed on temporal and spatial
temperature distributions provided by thermocouple (TC) arrays instrumented at the engine inlet and exit planes
according to:

t)y,(x,T-t)y,(x,T

t)y,(x,T-)ty,(x,T=BPF(t)
34

4max4
1

T3(x,y,t) and T4(x,y,t) are the inlet and exit temperatures.  T4(x,y,t)max is the maximum temperature anywhere in
the exit plane.  The barred quantity T4(x,y,t) is the instantaneous spatial temperature average. The needed TC
arrays to provide the temperature for BPF calculation are often difficult to instrument.  The calculated BPF is then
used in active engine control. The quantity in the numerator of Eq. 1 is a crude estimate of σ, the standard
deviation of T4 from its average value.  Instead of using point measuring TC arrays to calculate the BPF, the full
field viewing (the whole engine) capability of a modified multiwavelength pyrometer(3) offers a new possibility to
calculate σ, requiring just a single measurement experiment.

Point measurement of temperatures on a surface using a multiwavelength pyrometer depends on the detection
of radiation from a small area according to Planck’s law (Eqn. 2)
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where Lλ and ελ are the spectral intensity and emissivity at wavelength λ, c1 and c2 are the radiation constants, and
T is the temperature. The optics of the multiwavelength pyrometer can collect at the same time all signals
originating from the surface elements of a large object whose surface temperature varies from point to point.
∆a(T), is a surface element function which depends on the temperature T. The signal detected by the pyrometer is
the integrated intensity of all its surface elements ∆a(T) of local temperature T given by the integral equation
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This is the remote sensing equation of an area exhibiting a temperature distribution. A single radiation
spectrum from a very extensive source, such as a combustor, covering a wide spectral region can be acquired
by the multiwavelength pyrometer. This spectrum consists of many radiation components covering a very
broad wavelength (spectral) range. The temperature distribution of the radiation emitting surface can be
determined from an analysis of this spectrum. The combustor's burner pattern factor is then easily calculated
from that temperature distribution as shown below.

Experiment

An experiment was conducted using a metal plate measuring 20 cm in diameter to simulate the engine combustor.
The plate was raised in temperature by impinging a narrowly penciled propane torch flame at its surface that is
hidden from the view of the measuring pyrometer spectrometer. The flame geometry produced a non-uniform
temperature distribution on the metal plate (Figure 1). The spectrometer is part of a commercial radiometer. It was
calibrated with a black body furnace and then used to acquire the very broad spectrum of this spatially large, non-
uniformly heated, radiating metal plate. This spectrometer has a normal field of view variable from 1 to 6 milli-
radian (mR) and is capable of operating in the spectral region between 1.3 and 14.5µm. The spectrometer is
modified by an attachment enabling it to view a much wider (6°) field.  The metal plate was completely contained
inside the radiometer's increased broader field of view by varying the distance between it and the spectral
radiometer. The recorded spectrum is shown in Figure 2.

Result

The analysis of the data is as follows. The region of interest of the temperature space T is from T = T0 to T = Tm.
By dividing the temperature domain T into m equal intervals, we have Tj = T0 + j ∆T, where ∆T = (Tm - T0)/m,
j = 0 to m. A piecewise integration of Eqn. 3 can now be performed. The result
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discretizes the integral equation into a matrix equation Eqn. 4. The quantity on the left is an n dimensional column
vector L connecting the experimental spectrum Lλ, (consisting of n (= 455) wavelength channels of spectral data
in the spectrum of Figure 2) to the desired solution function a, (an m dimensional column vector, whose elements
are a (Tj) in the temperature intervals j = 1 to m), via an n x m dimensional matrix K , whose elements Kij are
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It is desirable to solve for the quantities a(T) in Eqn. 3 by solving a matrix equation. Eqn. 4 can now be written as
aKL •= 6

The straight forward matrix solution of Eqn. 6 is

LKa -1 •= 7

The matrix inversion is a class of “ill-posed” mathematical problem, requiring “regularization”(4-5) to determine
its solution according to

( ) ( )c+LK'+KK'a 1 αα •= −I 8



NASA/TM 1999-209090 3

whereI is the identity matrix, α is a scalar constant, called the regularization parameter, chosen to reduce the
noise that accompanies the possible solutions obtainable in the inversion process, and c is a constant matrix. An
iteration procedure was employed to solve Eqn. 8. The solution of a is shown in Figure 3.

Apparent in the solution of the spectrum analysis were three distinct temperature distributions centering around
375 K, 680 K and 930 K. The 930 K temperature agreed well with the temperature measured by the
multiwavelength pyrometer when it was trained on the glowing hot spot produced by the propane torch on the
metal plate. This hottest temperature region was attributed to arise from the direct impingement of the torch flame
on the plate. The intermediate temperature region, 680 K, is the result of that part of the metal plate immersed in
the updraft of the hot combustion products accompanying the flame. Finally, as a result of heat conduction taking
place up to the time the spectrum was recorded, the remainder of the plate temperature had risen to about 75 K
above ambient. An average plate temperature of 567 K was calculated from the temperature distribution according
to

( )
( )∑

∑=
i
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T 9

Treating the metal plate as the combustor, with T3 taken to be 300 K, then according to Eqn. 1, the BPF is 1.36. In
the mathematical formulation of Eqn. 3 to analyze the spectrum, though the surface emissivity was explicitly
shown, it did not enter into the analysis. During the digitization of the integral equation into a matrix equation, the
emissivity and the integrating element are lumped together. This incorporation did not affect the independent
variable T in the equation.

Conclusion

Pyrometric determination of surface temperature distribution was demonstrated. A radiation spectrum from a
heated metal surface was used. Analysis of the radiation spectrum led to the formulation of an ill-posed matrix
equation problem, whose solution provided the temperature distribution for burner pattern factor calculation. The
spectrometer of a multiwavelength pyrometer was the instrument used to measure the radiation spectrum, and off-
the-shelf commercial software tools were used to perform the mathematical analysis.

Acknowledgement

Supporting funds provided by the Director Discretionary Fund in the course of this investigation are gratefully
acknowledged.

References

1. Uncirculated result of SBIR contract by the Physical Sciences Inc (NAS3-27590) and by Allied Signal
Engine Company.

2. Acosta, Waldo. A., Introduction to Combustors, NASA Lectures, Sep 8, 1988.
3. Ng, Daniel, Temperature Measurement of a Glass Material Using a Multiwavelength Pyrometer, NASA

TM 107433, 1997.
4. Craig, I.J.D., Brown, J.C., Inverse Problems in Astronomy, Adam Hilger Ltd, Bristol and Boston.
5. Ohno, Jiro, A New Method for Temperature Distribution Measurement Using Multi-spectral Radiance,

Temperature, Its Measurement and Control in Science and Industry, Volume Five, James F. Schooley,
Editor, page 401-407, 1982.



F
ig

ur
e

 1
 

M
e

ta
l p

la
te

 h
e

a
te

d
 b

y 
a

 p
ro

p
a

ne
 t

o
rc

h.

NASA/TM 1999-209090 4



F
ig

ur
e 

2
S

pe
ct

ru
m

 o
f p

ro
pa

ne
 to

rc
h 

he
at

ed
 m

et
al

 p
la

te

NASA/TM 1999-209090 5



R
eg

ul
ar

iz
at

io
n

 s
o

lu
tio

n

F
ig

ur
e 

3 
   

 S
ol

ut
io

n 
of

 T
em

pe
ra

tu
re

 D
is

tr
ib

ut
io

n

NASA/TM 1999-209090 6



This publication is available from the NASA Center for AeroSpace Information, (301) 621–0390.

REPORT DOCUMENTATION PAGE

2. REPORT DATE

19. SECURITY CLASSIFICATION
 OF ABSTRACT

18. SECURITY CLASSIFICATION
 OF THIS PAGE

Public reporting burden for this collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources,
gathering and maintaining the data needed, and completing and reviewing the collection of information.  Send comments regarding this burden estimate or any other aspect of this
collection of information, including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson
Davis Highway, Suite 1204, Arlington, VA  22202-4302, and to the Office of Management and Budget, Paperwork Reduction Project (0704-0188), Washington, DC  20503.

NSN 7540-01-280-5500 Standard Form 298 (Rev. 2-89)
Prescribed by ANSI Std. Z39-18
298-102

Form Approved

OMB No. 0704-0188

12b. DISTRIBUTION CODE

8. PERFORMING ORGANIZATION
 REPORT NUMBER

5. FUNDING NUMBERS

3. REPORT TYPE AND DATES COVERED

4. TITLE AND SUBTITLE

6. AUTHOR(S)

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES)

11. SUPPLEMENTARY NOTES

12a. DISTRIBUTION/AVAILABILITY STATEMENT

13. ABSTRACT (Maximum 200 words)

14. SUBJECT TERMS

17. SECURITY CLASSIFICATION
 OF REPORT

16. PRICE CODE

15. NUMBER OF PAGES

20. LIMITATION OF ABSTRACT

Unclassified Unclassified

Technical Memorandum

Unclassified

National Aeronautics and Space Administration
John H. Glenn Research Center at Lewis Field
Cleveland, Ohio  44135–3191

1. AGENCY USE ONLY  (Leave blank)

10. SPONSORING/MONITORING
 AGENCY REPORT NUMBER

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES)

National Aeronautics and Space Administration
Washington, DC  20546–0001

May 1999

NASA TM—1999-209090

E–11675

WU–274–00–00–00

12

A03

A New Method to Measure Temperature and Burner Pattern Factor
Sensing for Active Engine Control

Daniel Ng

Temperature; Instrumentation; Pyrometer; Engine control

Unclassified -Unlimited
Subject Category: 35 Distribution:   Nonstandard

Responsible person, Daniel Ng, organization code 5100, (216) 433–3638.

The determination of the temperatures of extended surfaces which exhibit non-uniform temperature variation is very
important for a number of applications including the “Burner Pattern Factor” (BPF) of turbine engines. Exploratory
work has shown that use of BPF to control engine functions can result in many benefits, among them reduction in engine
weight, reduction in operating cost, increase in engine life, while attaining maximum engine efficiency. Advanced en-
gines are expected to operate at very high temperature to achieve high efficiency. Brief exposure of engine components
to higher than design temperatures due to non-uniformity in engine burner pattern can reduce engine life. The engine
BPF is a measure of engine temperature uniformity. Attainment of maximum temperature uniformity and high tempera-
tures is key to maximum efficiency and long life. A new approach to determine through the measurement of just one
radiation spectrum by a multiwavelength pyrometer is possible. This paper discusses a new temperature sensing ap-
proach and its application to determine the BPF.


